
Little Mills Woods
Sandown, New Hampshire

Version  2

Advanced Reserve Solutions, Inc.
Reserve Studies, Condition Surveys, Transition Stuies

Replacement Specifications, Clerk of The Works
Phone (877) 357-2322

Facsimile (603) 749-3807

Friday, July 29, 2016

www.arsinc.com

Reserve Analysis Report

© 1997 - 2016
Advanced Reserve Solutions, Inc.

All Rights Reserved.



Table Of Contents

Page

Little Mills Woods
Table of Contents

Preface i

Executive Summary 1

Membership Disclosure Summary 3

Disclosure Statement 4

Calculation of Percent Funded 5

Annual Expenditure Detail 7

Projections 9

Projection Charts 10

Component Detail old 12

Photo Library 42

Index 42

7.29.2016(2) Advanced Reserve Solutions, Inc.



 
Preface 

 

This preface is intended to provide an introduction to the enclosed reserve analysis as well as detailed information re-
garding the reserve analysis report format, reserve fund goals/objectives and calculation methods.  The following sec-
tions are included in this preface: 
 
Introduction to Reserve Budgeting ............................................page i 
Understanding the Reserve Analysis ........................................page i 
Reserve Funding Goals / Objectives..........................................page ii 
Reserve Funding Calculation Methods......................................page ii 
Reading the Reserve Analysis....................................................page v 
Glossary of Key Terms ................................................................page x 
Limitations of Reserve Analysis.................................................page xiii 
 
 
 

 INTRODUCTION TO RESERVE BUDGETING      
 
The Board of Directors of an association has a legal and fiduciary duty to maintain the community in a good state of re-
pair.  Individual unit property values are significantly impacted by the level of maintenance and upkeep provided by the 
association as well as the amount of the regular assessment charged to each owner.   
 
A prudent plan must be implemented to address the issues of long-range maintenance, repair and replacement of the 
common areas.  Additionally, the plan should recognize that the value of each unit is affected by the amount of the regu-
lar assessment charged to each unit.    
 
There is a fine line between “not enough,” “just right” and “too much.”  Each member of an association should contribute 
to the reserve fund for their proportionate amount of “depreciation” (or “use”) of the reserve components.  Through time, 
if each owner contributes his “fair share” into the reserve fund for the depreciation of the reserve components, then the 
possibility of large increases in regular assessments or special assessments will be minimized.      
 
An accurate reserve analysis and a “healthy” reserve fund are essential to protect and maintain the association's com-
mon areas and the property values of the individual unit owners.  A comprehensive reserve analysis is one of the most 
significant elements of any association's long-range plan and provides the critical link between sound business judgment 
and good fiscal planning.  The reserve analysis provides a “financial blueprint” for the future of an association. 
 
 

 

 UNDERSTANDING THE RESERVE ANALYSIS      
 
In order for the reserve analysis to be useful, it must be understandable by a variety of individuals.  Board members 
(from seasoned, experienced Board members to new Board members), property managers, accountants, attorneys and 
even homeowners may ultimately review the reserve analysis.  The reserve analysis must be detailed enough to provide 
a comprehensive analysis, yet simple enough to enable less experienced individuals to understand the results. 
 
There are four key bits of information that a comprehensive reserve analysis should provide:  Budget, Percent Funded, 
Projections and Inventory.  This information is described as follows: 
 
Budget 
Amount recommended to be transferred into the reserve account for the fiscal year for which the reserve analysis was 
prepared.  In some cases, the reserve analysis may present two or more funding plans based on different goals/
objectives.  The Board should have a clear understanding of the differences among these funding goals/objectives prior 
to implementing one of them in the annual budget.    
 
Percent Funded 
Measure of the reserve fund “health” (expressed as a percentage) as of the beginning of the fiscal year for which the 
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reserve analysis was prepared.  This figure is the ratio of the actual reserve fund on hand to the fully funded balance.  A 
reserve fund that is “100% funded” means the association has accumulated the proportionately correct amount of 
money, to date, for the reserve components it maintains.     
 
Projections 
Indicate the “level of service” the association will provide the membership as well as a “road map” for the fiscal future of 
the association.  The projections define the timetables for repairs and replacements, such as when the buildings will be 
painted or when the asphalt will be seal coated.  The projections also show the financial plan for the association – when 
an underfunded association will “catch up” or how a properly funded association will remain fiscally “healthy.”  
 
Inventory 
Complete listing of the reserve components.  Key bits of information are available for each reserve component, including 
placed-in-service date, useful life, remaining life, replacement year, quantity, current cost of replacement, future cost of 
replacement and analyst’s comments. 
 
 
 

 RESERVE FUNDING GOALS / OBJECTIVES      
 
There are four reserve funding goals/objectives which may be used to develop a reserve funding plan that corresponds 
with the risk tolerance of the association:  Full Funding, Baseline Funding, Threshold Funding and Statutory Funding.  
These goals/objectives are described as follows: 
 
Full Funding  
Describes the goal/objective to have reserves on hand equivalent to the value of the deterioration of the each reserve 
component.  The objective of this funding goal is to achieve and/or maintain a 100% percent funded reserve fund.  The 
component calculation method or cash flow calculation method is typically used to develop a full funding plan.   
 
Baseline Funding  
Describes the goal/objective to have sufficient reserves on hand to never completely run out of money.  The objective of 
this funding goal is to simply pay for all reserve expenses as they come due without regard to the association’s percent 
funded.  The cash flow calculation method is typically used to develop a baseline funding plan.   
 
Threshold Funding 
Describes the goal/objective other than the 100% level (full funding) or just staying cash-positive (baseline funding).  This 
threshold goal/objective may be a specific percent funded target or a cash balance target.  Threshold funding is often a 
value chosen between full funding and baseline funding.  The cash flow calculation method is typically used to develop a 
threshold funding plan.   
 
Statutory Funding  
Describes the pursuit of an objective as described or required by local laws or codes.  The component calculation 
method or cash flow calculation method is typically used to develop a statutory funding plan.   
 
 
 

 RESERVE FUNDING CALCULATION METHODS      
 
There are two funding methods which can be used to develop a reserve funding plan based on a reserve funding goal/
objective:  Component Calculation Method and Cash Flow Calculation Method.  These calculation methods are de-
scribed as follows: 
 
Component Calculation Method 
This calculation method develops a funding plan for each individual reserve component.  The sum of the funding plan for 
each component equals the total funding plan for the association.  This method is often referred to as the “straight line” 
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method and is widely believed to be the most conservative reserve funding method.  This method structures a funding 
plan that enables the association to pay all reserve expenditures as they come due, enables the association to achieve 
the ideal level of reserves in time, and then enables the association to maintain the ideal level of reserves through time.  
The following is a detailed description of the component calculation method: 
 
Step 1:  Calculation of fully funded balance for each component  
 
The fully funded balance is calculated for each component based on its age, useful life and current cost.  The actual for-
mula is as follows: 
 
 
Fully Funded Balance  =                          X  Current Cost  
 
 
Step 2:  Distribution of current reserve funds 
 
The association’s current reserve funds are assigned to (or distributed amongst) the reserve components based on each 
component’s remaining life and fully funded balance as follows: 
 
Pass 1:  Components are organized in remaining life order, from least to greatest, and the current reserve funds are as-
signed to each component up to its fully funded balance, until reserves are exhausted.  
 
Pass 2:  If all components are assigned their fully funded balance and additional funds exist, they are assigned in a 
“second pass.”  Again, the components are organized in remaining life order, from least to greatest, and the remaining 
current reserve funds are assigned to each component up to its current cost, until reserves are exhausted.   
 
Pass 3:  If all components are assigned their current cost and additional funds exist, they are assigned in a “third pass.”  
Components with a remaining life of zero years are assigned double their current cost. 
 
Distributing, or assigning, the current reserve funds in this manner is the most efficient use of the funds on hand – it de-
fers the make-up period of any underfunded reserves over the lives of the components with the largest remaining lives.  
 
Step 3: Developing a funding plan 
 
After step 2, all components have a “starting” balance.  A calculation is made to determine what funding would be re-
quired to get from the starting balance to the future cost over the number of years remaining until replacement.  The 
funding plan incorporates the annual contribution increase parameter to develop a “stair stepped” contribution. 
                     
For example, if an association needs to accumulate $100,000 in ten years, $10,000 could be contributed each year.  
Alternatively, the association could contribute $8,723 in the first year and increase the contribution by 3% each year 
thereafter until the tenth year. 
 
In most cases, this rate should match the inflation parameter.  Matching the annual contribution increase parameter to 
the inflation parameter indicates, in theory, that member contributions should increase at the same rate as the cost of 
living (inflation parameter).  Due to the “time value of money,” this creates the most equitable distribution of member con-
tributions through time. 
 
Using an annual contribution increase parameter that is greater than the inflation parameter will reduce the burden to the 
current membership at the expense of the future membership. Using an annual contribution increase parameter that is 
less than the inflation parameter will increase the burden to the current membership to the benefit of the future member-
ship.    The following chart shows a comparison: 
 
 
 

Age 
 

Useful Life 
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This parameter is used to develop a funding plan only; it does not mean that the reserve contributions must be raised 
each year.  There are far more significant factors that will contribute to a total reserve contribution increase or decrease 
from year to year than this parameter. 
 
One of the major benefits of using this calculation method is that for any single component (or group of components), the 
accumulated balance and reserve funding can be precisely calculated.  For example, using this calculation method, the 
reserve analysis can indicate the exact amount of current reserve funds “in the bank” for the roofs and the amount of 
money being funded towards the roofs each month.  This information is displayed on the Management / Accounting 
Summary and Charts as well as elsewhere within the report. 
 
The component calculation method is typically used for well-funded associations (greater that 65% funded) with a goal/
objective of full funding.   
 
Cash Flow Calculation Method  
This calculation method develops a funding plan based on current reserve funds and projected expenditures during a 
specific timeframe (typically 30 years).  This funding method structures a funding plan that enables the association to 
pay for all reserve expenditures as they come due, but is not necessarily concerned with the ideal level of reserves 
through time. 
 
This calculation method tests reserve contributions against reserve expenditures through time to determine the minimum 
contribution necessary (baseline Funding) or some other defined goal/objective (full funding, threshold funding or statu-
tory funding).     
 
Unlike the component calculation method, this calculation method cannot precisely calculate the reserve funding for any 
single component (or group of components).  In order to work-around this issue to provide this bookkeeping information, 
a formula has been applied to component method results to calculate a reasonable breakdown.  This information is dis-
played on the Management / Accounting Summary and Charts as well as elsewhere within the report. 
 
The cash flow calculation method is typically used for under-funded associations (less than 65% funded) with a goal/
objective of full funding, threshold funding, baseline funding or statutory funding.   
 
 
 
 
 
 
 
 

  0% Increase  3% Increase  10% Increase 

Year 1  $10,000.00  $8,723.05  $6,274.54 

Year 2  $10,000.00  $8,984.74  $6,901.99 

Year 3  $10,000.00  $9,254.28  $7,592.19 

Year 4  $10,000.00  $9,531.91  $8,351.41 

Year 5  $10,000.00  $9,817.87  $9,186.55 

Year 6  $10,000.00  $10,112.41  $10,105.21 

Year 7  $10,000.00  $10,415.78  $11,115.73 

Year 8  $10,000.00  $10,728.25  $12,227.30 

Year 9  $10,000.00  $11,050.10  $13,450.03 

Year 10  $10,000.00  $11,381.60  $14,795.04 

TOTAL  $100,000.00  $100,000.00  $100,000.00 
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 READING THE RESERVE ANALYSIS      
 
In some cases, the reserve analysis may be a lengthy document of one hundred pages or more.  A complete and thor-
ough review of the reserve analysis is always a good idea.  However, if time is limited, it is suggested that a thorough 
review of the summary pages be made.  If a “red flag” is raised in this review, the reader should then check the detail 
information, of the component in question, for all relevant information.  In this section, a description of most of the sum-
mary or report sections is provided along with comments regarding what to look for and how to use each section.  
 
Executive Summary 
Provides general information about the client, global parameters used in the calculation of the reserve analysis as well 
as the core results of the reserve analysis. 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

Client Information 
Provides various client 
information including fiscal 
year for which the reserve 
analysis was prepared, 
number of units, phasing, 
etc. 

Community Profile 
Provides brief description 
of the community, as well 
as other “global” type 
comments. 

Budget 
Provides recommended 
funding for the fiscal year 
for which the reserve 
analysis was prepared.  
Indicates the reserve 
funding from the 
membership, anticipated 
interest contribution and 
the total contribution 

Global Parameters 
Displays the calculation 
parameters that were used 
to calculate the reserve 
analysis including inflation, 
annual contribution 
increase, investment rate, 
tax rate and contingency. 

Adequacy of Reserves 
Displays the results of 
calculations with regard to 
the “health” of the reserve 
fund as of the beginning of 
the fiscal year for which 
the reserve analysis was 
prepared.  Provides the 
anticipated reserve balance, 
fully funded reserve 
balance and the percent 
funded. 
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Calculation of percent funded  
Summary displays all reserve components, shown here in “category” order.  Provides the remaining life, useful life, cur-
rent cost and the fully funded balance at the beginning of the fiscal year for which the reserve analysis was prepared.     
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Reserve Components 
All components are 
displayed (shown here 
in “category” order). 

Lifespans 
Remaining life and useful life 
are displayed.  And, these 
columns are conveniently sub 
totaled to show range. 

Current Cost 
Displays the cur-
rent cost to replace 
or otherwise main-
tain each compo-
nent.  This column 
is conveniently sub 
totaled. 

Fully Funded Balance 
Displays the fully 
funded balance for 
each component.  This 
column is conveniently 
sub totaled. 

The total current cost to replace or otherwise maintain all 
components, total fully funded balance, anticipated reserve 
balance and percent funded are provided at the bottom of 
this summary.  Also shown is the range of reserve compo-
nent remaining lives and useful lives. 
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Management / Accounting Summary and Charts 
Summary displays all reserve components, shown here in “category” order.  Provides the assigned reserve funds at the 
beginning of the fiscal year for which the reserve analysis was prepared along with the monthly member contribution, 
interest contribution and total contribution for each component and category.  Pie charts show graphically how the total 
reserve fund is distributed amongst the reserve component categories and how each category is funded on a monthly 
basis.        
 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 

 
 
 

 

Pie Charts 
Show graphically how the reserve fund is 
distributed amongst the reserve components 
and how the components are funded. 

Balance at FYB 
Shows the amount of 
reserve funds assigned to 
each reserve component.  
And, this column is 
conveniently sub totaled. 

Monthly Funding 
Displays the monthly 
funding for each 
component from the 
members and interest.  
Total monthly funding is 
also indicated.  And, 
these columns are 
conveniently sub totaled.   
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Projections and Charts 
Summary displays projections of beginning reserve balance, member contribution, interest contribution, expenditures 
and ending reserve balance for each year of the projection period (shown here for 30 years).  The two columns on the 
right-hand side provide the fully funded ending balance and the percent funded for each year.  Charts show the same 
information in an easy-to-understand graphic format.        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Improved format makes 
the numbers as easy to 
read and understand as 
possible.  The color-
coded bar indicates the 
reserve fund status: 
 
Green: Good 
Yellow: Fair 
Red: Poor 

Charts 
Show graphically the reserve 
funding plan through time. 
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Component Detail 
Summary provides detailed information about each reserve component.  These pages display all information about each 
reserve component as well as comments from site observations and historical information regarding replacement or 
other maintenance.  
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Photos 
Optional inclusion of photos 
adds an additional layer of 
detail the reserve analysis. 

Comments 
Useful information from site 
observations and historical 
expenses included here. 

Lifespan Information 
Displays placed-in-service 
date, useful life, remaining 
life and replacement year. 

Cost Information 
Displays quantity, unit cost, 
percentage of replacement, 
current cost and future cost. 

Calculation Results 
Displays assigned reserves 
and funding requirements. 
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 GLOSSARY OF KEY TERMS      
 
Annual Contribution Increase Parameter 
The rate used in the calculation of the funding plan.  This rate is used on an annual compounding basis.  This rate repre-
sents, in theory, the rate the association expects to increase contributions each year.   
 
In most cases, this rate should match the inflation parameter.  Matching the annual contribution increase parameter to 
the inflation parameter indicates, in theory, that member contributions should increase at the same rate as the cost of 
living (inflation parameter).  Due to the “time value of money,” this creates the most equitable distribution of member con-
tributions through time. 
 
This parameter is used to develop a funding plan only; it does not mean that the reserve contributions must be raised 
each year.  There are far more significant factors that will contribute to a total reserve contribution increase or decrease 
from year to year than this parameter.  See the description of “reserve funding calculation methods” in this preface for 
more detail on this parameter.   
 
Anticipated Reserve Balance (or Reserve Funds) 
The amount of money, as of a certain point in time, held by the association to be used for the repair or replacement of 
reserve components.  This figure is “anticipated” because it is calculated based on the most current financial information 
available as of the analysis date, which is almost always prior to the fiscal year beginning date for which the reserve 
analysis is prepared.  
   
Assigned Funds (and “Fixed” Assigned Funds) 
The amount of money, as of the fiscal year beginning date for which the reserve analysis is prepared, that a reserve 
component has been assigned.   
   
The assigned funds are considered “fixed” when the normal calculation process is bypassed and a specific amount of 
money is assigned to a reserve component.  For example, if the normal calculation process assigns $10,000 to the roofs, 
but the association would like to show $20,000 assigned to roofs, “fixed” funds of $20,000 can be assigned.   
 
Cash Flow Calculation Method 
Reserve funding calculation method developed based on total annual expenditures.  A more detailed description of the 
actual calculation process is included in the “reserve funding calculation methods” section of the preface.  
 
Component Calculation Method 
Reserve funding calculation method developed based on each individual component.  A more detailed description of the 
actual calculation process is included in the “reserve funding calculation methods” section of the preface.  
 
Contingency Parameter 
The rate used as a built-in buffer in the calculation of the funding plan.  This rate will assign a percentage of the reserve 
funds, as of the fiscal year beginning, as contingency funds and will also determine the level of funding toward the con-
tingency each month.    
 
Current Replacement Cost 
The amount of money, as of the fiscal year beginning date for which the reserve analysis is prepared, that a reserve 
component is expected to cost to replace. 
 
Fiscal Year 
Indicates the budget year for the association for which the reserve analysis was prepared.  The fiscal year beginning 
(FYB) is the first day of the budget year; the fiscal year end (FYE) is the last day of the budget year. 
 
Fully Funded Reserve Balance (or Ideal Reserves) 
The amount of money that should theoretically have accumulated in the reserve fund as of a certain point in time.  Fully 
funded reserves are calculated for each reserve component based on the current replacement cost, age and useful life: 
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Fully Funded Reserves = X  Current Replacement Cost   
 
 
The fully funded reserve balance is the sum of the fully funded reserves for each reserve component. 
 
An association that has accumulated the fully funded reserve balance does not have all of the funds necessary to re-
place all of its reserve components immediately; it has the proportionately appropriate reserve funds for the reserve com-
ponents it maintains, based on each component’s current replacement cost, age and useful life.   
 
Future Replacement Cost 
The amount of money, as of the fiscal year during which replacement of a reserve component is scheduled, that a re-
serve component is expected to cost to replace.  This cost is calculated using the current replacement cost compounded 
annually by the inflation parameter. 
 
Global Parameters 
The financial parameters used to calculate the reserve analysis.  See also “inflation parameter,” “annual contribution in-
crease parameter,” “investment rate parameter” and “taxes on investments parameter.” 
 
Inflation Parameter 
The rate used in the calculation of future costs for reserve components.  This rate is used on an annual compounding 
basis.  This rate represents the rate the association expects to the cost of goods and services relating to their reserve 
components to increase each year. 
 
Interest Contribution 
The amount of money contributed to the reserve fund by the interest earned on the reserve fund and member contribu-
tions. 
 
Investment Rate Parameter 
The gross rate used in the calculation of interest contribution (interest earned) from the reserve balance and member 
contributions.  This rate (net of the taxes on investments parameter) is used on a monthly compounding basis.  This pa-
rameter represents the weighted average interest rate the association expects to earn on their reserve fund investments.  
  
Membership Contribution 
The amount of money contributed to the reserve fund by the association’s membership. 
 
Monthly Contribution (and “Fixed” Monthly Contribution) 
The amount of money, for the fiscal year which the reserve analysis is prepared, that a reserve component will be 
funded. 
 
The monthly contribution is considered “fixed” when the normal calculation process is bypassed and a specific amount of 
money is funded to a reserve component.  For example, if the normal calculation process funds $1,000 to the roofs each 
month, but the association would like to show $500 funded to roofs each month, a “fixed” contribution of $500 can be 
assigned.   
 
Number of Units (or other assessment basis)  
Indicates the number of units for which the reserve analysis was prepared.  In “phased” developments (see phasing), 
this number represents the number of units, and corresponding common area components, that existed as of a certain 
point in time. 
 
For some associations, assessments and reserve contributions are based on a unit of measure other than the number of 
units.  Examples include time-interval weeks for timeshare resorts or lot acreage for commercial/industrial developments.    
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One-Time Replacement 
Used for components that will be budgeted for only once.    
 
Percent Funded 
A measure, expressed as a percentage, of the association’s reserve fund “health” as of a certain point in time.  This 
number is the ratio of the anticipated reserve fund balance to the fully funded reserve balance: 
 
 
Percent Funded  =   
 
 
An association that is 100% funded does not have all of the reserve funds necessary to replace all of its reserve compo-
nents immediately; it has the proportionately appropriate reserve funds for the reserve components it maintains, based 
on each component’s current replacement cost, age and useful life.   
 
Percentage of Replacement 
The percentage of the reserve component that is expected to be replaced.   
For most reserve components, this percentage should be 100%.  In some cases, this percentage may be more or less 
than 100%.  For example, fencing which is shared with a neighboring community may be set at 50%. 
 
Phasing 
Indicates the number of phases for which the reserve analysis was prepared and the total number of phases expected at 
build-out (i.e. Phase 4 of 7).  In phased developments, the first number represents the number of phases, and corre-
sponding common area components, that existed as of a certain point in time.  The second number represents the num-
ber of phases that are expected to exist at build-out. 
 
Placed-In-Service Date 
The date (month and year) that the reserve component was originally put into service or last replaced. 
 
Remaining Life 
The length of time, in years, until a reserve component is scheduled to be replaced. 
 
Remaining Life Adjustment 
The length of time, in years, that a reserve component is expected to last in excess (or deficiency) of its useful life for the 
current cycle of replacement.   
 
If the current cycle of replacement for a reserve component is expected to be greater than or less than the “normal” life 
expectancy, the reserve component’s life should be adjusted using a remaining life adjustment. 
   
For example, if wood trim is painted normally on a 4 year cycle, the useful life should be 4 years.  However, when it 
comes time to paint the wood trim and it is determined that it can be deferred for an additional year, the useful life should 
remain at 4 years and a remaining life adjustment of +1 year should be used.  
   
Replacement Year 
The fiscal year that a reserve component is scheduled to be replaced. 
 
Reserve Components 
Line items included in the reserve analysis. 
 
Taxes on Investments Parameter 
The rate used to offset the investment rate parameter in the calculation of the interest contribution.  This parameter 
represents the marginal tax rate the association expects to pay on interest earned by the reserve funds and member 
contributions. 
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Total Contribution 
The sum of the membership contribution and interest contribution. 
 
Useful Life 
The length of time, in years, that a reserve component is expected to last each time it is replaced.  See also “remaining 
life adjustment.” 
 
 
 

 LIMITATIONS OF RESERVE ANALYSIS     
 
This reserve analysis is intended as a tool for the association’s Board of Directors to be used in evaluating the 
association’s current physical and financial condition with regard to reserve components.  The results of this reserve 
analysis represent the independent opinion of the preparer.  There is no implied warranty or guarantee of this work 
product.   
 
For the purposes of this reserve analysis, it has been assumed that all components have been installed properly, no 
construction defects exist and all components are operational.  Additionally, it has been assumed that all components 
will be maintained properly in the future. 
 
The representations set forth in this reserve analysis are based on the best information and estimates of the preparer as 
of the date of this analysis.  These estimates are subject to change.  This reserve analysis includes estimates of 
replacement costs and life expectancies as well as assumptions regarding future events.  Some estimates are 
projections of future events based on information currently available and are not necessarily indicative of the actual 
future outcome.  The longer the time period between the estimate and the estimated event, the more likely the possibility 
or error and/or discrepancy.  For example, some assumptions inevitably will not materialize and unanticipated events 
and circumstances many occur subsequent to the preparation of this reserve analysis.  Therefore, the actual 
replacement costs and remaining lives may vary from this reserve analysis and the variation may be significant.  
Additionally, inflation and other economic events may impact this reserve analysis, particularly over an extended period 
of time and those events could have a significant and negative impact on the accuracy of this reserve analysis and, 
further, the funds available to meet the association’s obligation for repair, replacement or other maintenance of major 
components during their estimated useful life.  Furthermore, the occurrence of vandalism, severe weather conditions, 
earthquakes, floods, acts of nature or other unforeseen events cannot be predicted and/or accounted for and excluded 
when assessing life expectancy, repair and/or replacement costs of the components. 
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Little Mills Woods
Executive Summary

Directed Cash Flow Calculation Method

Account Number 50800

Version Number 2

Fiscal Year 1/1/2017 to 12/31/2017

38Units

Inflation Rate 2.00

Annual Contribution Increase 5.00

Investment Rate 0.50

Taxes on Investments 30.00

Contingency 1.00

Community Profile:

Little Mills Woods is located in Sandown New Hampshire.  The property consists of ten buildings with thirty-eight 
residential units.  There is a clubhouse, private roadway, driveways, septic system, and landscaped areas.

The Official ARS, Inc. Visual On-Site-Inspection was performed on March 20, 2016.

The property was built in multiple phases:  Build-out dates:
 - 2004 - 4 Bldgs./15 units (bldgs. #4, #5, #6, and #7)
 - 2007 - 1 Bldg./4 units (bldg. #8)
 - 2009 - 1 Bldg./4 units (bldg. #3)
 - 2010 - 1 Bldg./4 units (bldg. #2)
 - 2012 - 2 Bldgs./8 units (bldgs. (#9 and #10)
 - 2014 - 1 Bldg./3 units (bldg. #1)

*There is no need to be at 100% over-all funded at this time as long as the cash flow to expenses is healthy (in the 
black). At any given year throughout the 20yr projections the reserve balances are greater than the next year's reserve 
expenses. This is the main goal of reserve funding. Being less than 100% over-all funded does not mean the reserves 
are under-funded per scheduled expense.

The detail section of this reserve study will have information on all assets included in this report.  Some assets may be 
listed for inventory purposes only.

The anticipated reserve fund balance is based on current reserve fund & contribution information that was provided to 
ARS, Inc. by the client.  

Asset repair & replacement costs are estimates based on National Data, Local Contractors, provided bid proposals from 
the client and actual costs provided by the client.

The recommended increase of $25.00 per unit per month in 2017 along with the recommended annual increase of 5% 
(reserves funding level only) on an annual basis will properly fund the reserves over the next 20yrs. based on the 
estimated schedled of replacements and estimated costs of the replacements.  Any changes to the scheduled 
replacements and/or costs could create the need for a Special Assessment, increase to the contributions, or a loan.

A Reserve Study should be updated every 3-5yrs.  Updating the Reserve Study helps keep costs current, component 
condition assessments current, and if components have been replaced the update will keep Place-in-Service dates 
current.  

It is recommended that during the 3-5yr period that the Reserve Study is reviewed each year by the BOD members in 
order to address any changes/needs to the components, estimates, and funding level.  This also helps with the update 
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Little Mills Woods
Executive Summary

Directed Cash Flow Calculation Method

Adequacy of Reserves as of January 1, 2017:

process at the end of the 3-5yr timeframe.

An annual visual walk-through inspection of the components by the BOD members and/or unit owners is also 
recommended.

Anticipated Reserve Balance $167,603.00

Fully Funded Reserve Balance $512,446.29

Member Contribution $2,416.67

Interest Contribution $52.84

Percent Funded 32.71%

Total Contribution $2,469.51

Monthly

$63.60

$1.39

Per Unit

$64.99

Recommended Funding for the 2017 Fiscal Year: Per MonthAnnual

$29,000

$634

$29,634

27.29.2016(2) Advanced Reserve Solutions, Inc.



Current
Cost

Remaining
Life Range

Useful
Life Range

Membership Disclosure Summary

Little Mills Woods

Major Reserve Components
Assigned
Reserves

Sorted by Category

001 Comments $0 n.a. n.a.$0

010 Streets $269,829 5-17 8-25$1,134

020 Roofs $344,970 17-27 30$43,029

030 Exterior $739,412 12-37 25-40$53,851

035 Clubhouse $46,794 5-17 18-30$24,734

090 Grounds $291,078 7-22 20-30$43,195

$1,692,083 5-37 8-40Total

Contingency $1,659

$167,603

n.a. n.a.n.a.
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Little Mills Woods
Preparer's Disclosure Statement

In March 2000, Michael Callahan was awarded the Reserve Specialist (RS) designation from Community Associations 
Institute (CAI).  Mr. Callahan was the 48th person in the United States to receive this professional designation.

The RS designation was developed by CAI for professional reserve analysts who wish to confirm to their peers and/or 
clients that they have demonstrated a basic level of competency within the industry.  The RS designation is awarded to 
reserve analysts who are dedicated to the highest standards of professionalism and reserve analysis preparation.

In 1999 Michael Callahan, RS was awarded the CAI-Community Association Professional of the Year Award.  In 2003 
Michael Callahan, RS was awarded the CAI-Association Professional Service Award.

Consultant certifies that:

1) Consultant has no other involvement with association which could result in actual or perceived conflicts of interest.

2) Component conditional assessments were developed by actual field observation.

3) Financial assumptions used in this analysis are listed on the Executive Summary.

4) Consultant is a Reserve Specialist (RS) designee.

5) This analysis is the first version prepared by ARS, Inc. for this Association.  Future updates of this report performed by 
ARS, Inc. would range in cost from 1/2 to 2/3 the original cost to perform the reserve analysis.  The Association is entitled 
to one set of free revisions to the original report.  A revision is not an update.  A revision is to make changes adjustments 
to the original report after the client has had time to review the report.  The changes/adjustments must be made available 
to ARS, Inc. within 90 days of receiving the first draft of the report.  Revision changes/adjustments must be for past 
repairs/replacements, future repair/replacement adjustments/changes are considered an update if they are for the current 
fiscal year or future fiscal years.

6) There are no material issues known to consultant at this time which would cause a distortion of the association's 
situation.

7) It is assumed that all building assets/construction was built to code at the time of construction and was built with proper 
application, unless otherwise noted throughout the report and/or if information stating otherwise was provided to ARS, Inc. 
by the client.  ARS, Inc. will not and did not do any testing for construction defects.  No testing was done for any building 
codes.

8)  The findings in this report are an opinion based on an actual visual on-site-inspection and from information provided to 
ARS, Inc. by the client.  No testing of any kind was performed during the visual on-site-inspection.  This report does not 
include destructive testing results.  The visual on-site-inspection consists of a visual inspection of all accessible areas.  
Conditions or issues that could not be detected by a visual inspection are not the responsibility of ARS, Inc. or any 
consultant of ARS, Inc.  ARS, Inc. is not required to report issues of any kind on any component.  

9)  No warranty, expressed or implied is made concerning services performed for this report, including the Consultant's 
findings, recommendations or professional advice.
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Remaining 
Life

Useful 
Life

Current 
Cost

Fully
Funded
 Balance

Calculation of Percent Funded
Little Mills Woods

Sorted by Category

001 Comments
Report Comments n.a. n.a. $0.00 $0.00

$0.00$0.00n.a. n.a.Sub Total

010 Streets
Streets - Asphalt Overlay, Replacement 17 25 $266,805.00 $85,377.60

Streets - Asphalt, Repair 5 8 $3,023.79 $1,133.92

$86,511.52$269,828.795-17 8-25Sub Total

020 Roofs
Roofs - Bldg. 01 27 30 $28,445.00 $2,844.50

Roofs - Bldg. 02 23 30 $35,385.00 $8,256.50

Roofs - Bldg. 03 22 30 $35,385.00 $9,436.00

Roofs - Bldg. 04-07 17 30 $139,600.00 $60,493.33

Roofs - Bldg. 08 20 30 $35,385.00 $11,795.00

Roofs - Bldg. 09 & 10 25 30 $70,770.00 $11,795.00

$104,620.33$344,970.0017-27 30Sub Total

030 Exterior
Decks - Bldg. 01 20 25 $3,800.00 $760.00

Decks - Bldg. 02 18 25 $7,600.00 $2,128.00

Decks - Bldg. 03 17 25 $7,600.00 $2,432.00

Decks - Bldg. 04-07 12 25 $38,000.00 $19,760.00

Decks - Bldg. 08 15 25 $7,600.00 $3,040.00

Decks - Bldg. 09 & 10 19 25 $15,200.00 $3,648.00

Entrance Stoops - Bldg. 01 27 30 $9,000.00 $900.00

Entrance Stoops - Bldg. 02 23 30 $12,000.00 $2,800.00

Entrance Stoops - Bldg. 03 22 30 $12,000.00 $3,200.00

Entrance Stoops - Bldg. 04-07 17 30 $53,000.00 $22,966.67

Entrance Stoops - Bldg. 08 20 30 $12,000.00 $4,000.00

Entrance Stoops - Bldg. 09 & 10 25 30 $24,000.00 $4,000.00

Gutters & Downspouts - Bldg. 01 27 30 $2,724.00 $272.40

Gutters & Downspouts - Bldg. 02 23 30 $3,096.00 $722.40

Gutters & Downspouts - Bldg. 03 22 30 $3,096.00 $825.60

Gutters & Downspouts - Bldg. 04-07 17 30 $13,044.00 $5,652.40

Gutters & Downspouts - Bldg. 08 20 30 $2,616.00 $872.00

Gutters & Downspouts - Bldg. 09 & 10 25 30 $6,192.00 $1,032.00

Siding/Trim - Bldg. 01 37 40 $44,154.00 $3,311.55

Siding/Trim - Bldg. 02 33 40 $50,292.00 $8,801.10
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Remaining 
Life

Useful 
Life

Current 
Cost

Fully
Funded
 Balance

Calculation of Percent Funded
Little Mills Woods

Sorted by Category

Siding/Trim - Bldg. 03 32 40 $50,292.00 $10,058.40

Siding/Trim - Bldg. 04-07 27 40 $211,230.00 $68,649.75

Siding/Trim - Bldg. 08 30 40 $50,292.00 $12,573.00

Siding/Trim - Bldg. 09 & 10 35 40 $100,584.00 $12,573.00

$194,978.27$739,412.0012-37 25-40Sub Total

035 Clubhouse
Clubhouse - Carpet 5 18 $2,548.00 $1,840.22

Clubhouse - Fire Control Panel 7 20 $4,000.00 $2,600.00

Clubhouse - Hot Water Heater 5 18 $2,200.00 $1,588.89

Clubhouse - HVAC, Split System 7 20 $8,800.00 $5,720.00

Clubhouse - Kitchen Appliances 12 25 $3,600.00 $1,872.00

Clubhouse - Kitchen Cabinets/Counter-Top 17 30 $9,000.00 $3,900.00

Clubhouse - Plumbing Fixtures 17 30 $2,940.00 $1,274.00

Clubhouse - Vinyl Flooring 17 30 $5,736.00 $2,485.60

Clubhouse - Windows/Doors 17 30 $7,970.00 $3,453.67

$24,734.38$46,794.005-17 18-30Sub Total

090 Grounds
Grounds - Fencing, Vinyl 17 30 $44,296.00 $19,194.93

Grounds - Fencing, Wood 7 20 $1,792.00 $1,164.80

Grounds - Lighting 10 20 $33,840.00 $16,920.00

Grounds - Mailboxes 17 30 $6,150.00 $2,665.00

Grounds - Septic System 22 30 $200,000.00 $53,333.33

Grounds - Signs 7 20 $5,000.00 $3,250.00

$96,528.07$291,078.007-22 20-30Sub Total

$1,692,082.79Total

Contingency $5,073.73

$512,446.29

n.a.

$167,603.00

Percent Funded 32.71%

Anticipated Reserve Balance

n.a. n.a.

5-37 8-40
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Annual Expenditure Detail
Little Mills Woods

Sorted by Description

2022 Fiscal Year

Clubhouse - Carpet $2,813.20

Clubhouse - Hot Water Heater $2,428.98

Streets - Asphalt, Repair $3,338.51

$8,580.68Sub Total

2024 Fiscal Year

Clubhouse - Fire Control Panel $4,594.74

Clubhouse - HVAC, Split System $10,108.43

Grounds - Fencing, Wood $2,058.44

Grounds - Signs $5,743.43

$22,505.05Sub Total

2027 Fiscal Year

Grounds - Lighting $41,250.77

$41,250.77Sub Total

2029 Fiscal Year

Clubhouse - Kitchen Appliances $4,565.67

Decks - Bldg. 04-07 $48,193.19

$52,758.86Sub Total

2030 Fiscal Year

Streets - Asphalt, Repair $3,911.59

$3,911.59Sub Total

2032 Fiscal Year

Decks - Bldg. 08 $10,228.60

$10,228.60Sub Total

2034 Fiscal Year

Clubhouse - Kitchen Cabinets/Counter-Top $12,602.17

Clubhouse - Plumbing Fixtures $4,116.71

Clubhouse - Vinyl Flooring $8,031.78

Clubhouse - Windows/Doors $11,159.92

Decks - Bldg. 03 $10,641.83

Entrance Stoops - Bldg. 04-07 $74,212.80

Grounds - Fencing, Vinyl $62,025.09

Grounds - Mailboxes $8,611.48

Gutters & Downspouts - Bldg. 04-07 $18,264.75

Roofs - Bldg. 04-07 $195,473.70
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Annual Expenditure Detail
Little Mills Woods

Sorted by Description

Streets - Asphalt Overlay, Replacement $373,591.41

$778,731.66Sub Total

2035 Fiscal Year

Decks - Bldg. 02 $10,854.67

$10,854.67Sub Total

2036 Fiscal Year

Decks - Bldg. 09 & 10 $22,143.53

$22,143.53Sub Total
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Projections
Little Mills Woods

Fiscal
Year

Beginning 
Balance

Member 
Contribution

Interest 
Contribution Expenditures

Ending 
Balance

Fully Funded 
Ending 
Balance

Percent 
Funded

Directed Cash Flow Calculation Method

2017 $167,603 $29,000 $634 $0 $197,237 $580,167 34%4%

2018 $197,237 $30,450 $740 $0 $228,427 $650,391 35%5%

2019 $228,427 $31,973 $852 $0 $261,252 $723,193 36%6%

2020 $261,252 $33,571 $970 $0 $295,793 $798,646 37%7%

2021 $295,793 $35,250 $1,094 $0 $332,136 $876,828 38%8%

2022 $332,136 $37,012 $1,194 $8,581 $361,761 $948,979 38%8%

2023 $361,761 $38,863 $1,331 $0 $401,955 $1,032,681 39%9%

2024 $401,955 $40,806 $1,396 $22,505 $421,651 $1,096,167 38%8%

2025 $421,651 $42,846 $1,547 $0 $466,044 $1,185,427 39%9%

2026 $466,044 $44,989 $1,706 $0 $512,739 $1,277,820 40%0%

2027 $512,739 $47,238 $1,729 $41,251 $520,455 $1,330,938 39%9%

2028 $520,455 $49,600 $1,904 $0 $571,959 $1,429,015 40%0%

2029 $571,959 $52,080 $1,904 $52,759 $573,184 $1,476,131 39%9%

2030 $573,184 $54,684 $2,083 $3,912 $626,039 $1,575,970 40%0%

2031 $626,039 $57,418 $2,287 $0 $685,744 $1,683,322 41%1%

2032 $685,744 $60,289 $2,465 $10,229 $738,269 $1,783,801 41%1%

2033 $738,269 $63,303 $2,690 $0 $804,262 $1,898,373 42%2%

2034 $804,262 $66,469 $196 $778,732 $92,196 $1,214,565 8%8%

2035 $92,196 $69,792 $397 $10,855 $151,530 $1,309,758 12%2%

2036 $151,530 $73,282 $571 $22,144 $203,239 $1,396,867 15%5%

NOTE:  In some cases, the projected Ending Balance may exceed the Fully Funded Ending Balance in years following high 
Expenditures.  This is a result of the provision for contingency in this analysis, which in these projections is never expended.  The 
contingency is continually adjusted according to need and any excess is redistributed among all components included.
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Projection Charts
Little Mills Woods

Directed Cash Flow Calculation Method

Year End Reserve Balance
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Projection Charts
Little Mills Woods

Directed Cash Flow Calculation Method

Reserve Contribution
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Little Mills Woods
Component Detail

Sorted by Category

Report Comments

001 Comments

Entire Community

Useful Life n.a.

Remaining Life n.a.

Replacement Year n.a.

Current Cost $0.00

Future Cost $0.00

Unit Cost $0.000

Category

Location

1 commentQuantity

Placed In Service 01/16

% of Replacement 0.00%

Comments:

Report Comments:

Foundations are typically not considered a reserve funding component.  Typically, budgeting for concrete repairs as a 
reserve component is excluded as it is anticipated that any repairs required will be addressed immediately due to safety 
concerns.  Good maintenance practice would not allow the need for repairs to accumulate to a point that they would 
become a major expense.  Minor repairs, as needed, should be addressed immediately as a maintenance issue using the 
client's operating funds.  Should the client desire, funding for this component can be included.

Service system such as electrical and domestic water are also not considered reserve components.  These types of 
systems are designed to last the legal life of a community, however, repairs and even area replacements most likely will 
be needed throughout the life of the system.  Since it is next to impossible to inspect these types of systems, predicting a 
remainging life on the components of the system is also next to impossible.  Any damaged components would be 
addressed immediately in order to avoid further damage to the system, for safety reasons, and for function reasons.

Doors (including Garage Door), and Windows, are the responsibility of the individual unit owner to maintain, repair, and/or 
replace.  These components are not a part of the reserve funding.

Tile Flooring (Clubhouse):  The tile flooring should be repaired and/or replaced on an 'as-needed' basis.  Any damaged 
areas of tile flooring should be addressed immediately for safety reasons.

Exterior/Interior Doors (Clubhouse/Pump-House):  Doors should be replaced on an 'as-needed' basis.  Due to the nature 
and size of this expense, funding for this component has been excluded.  It is anticipated that any expenditures can be 
effectively budgeted for by the client's operating and/or reserve contingency funds.  This component is listed for inventory 
purposes only.

Exterior Door Frames:  The Association is responisble for the maintenance, reapirs, and/or replacements of the exterior 
door frames.  The door frames should be addressed on an 'as-needed' basis.  No Reserve Funding has been set up for 
the exterior door frames.  The funding should come from either the Reserve Fund Contingency and/or the Annual 
Operational Budget.

Septic System:  Typically, funding for the Tanks, Pump Chambers, and Pumps in the system is excluded.  The 
predictable Useful and Remaining Life of these components is very difficult.  These components would not be replaced 
until one actually failed and at that time the component would need to be replaced immediately.  The required testing and 
inspections will indicate the overall condition of the system and any needed repairs and/or replacements.  The Leaching 
Fields will be addressed with Reserve Funding.
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Little Mills Woods
Component Detail

Sorted by Category
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Little Mills Woods
Component Detail

Sorted by Category

Streets - Asphalt Overlay, Replacement

010 Streets

Entire Community

Useful Life 25

Remaining Life 17

Replacement Year 2034

Current Cost $266,805.00

Future Cost $373,591.41

Unit Cost $266,805.000

Category

Location

1 totalQuantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

The asphalt overlay area includes the roadways and driveways.

For budgeting purposes, an average placed-in-service date has been used for aging this component.

A good maintenance cycle along with 'as-needed' repairs and/or replacement to the asphalt overlay will help the overlay 
to last the estimated 25 year Useful Life (extended useful life).  In most cases repairs and/or replacements to areas of the 
asphalt overlay will not increase the overall Useful Life of the asphalt overlay.

The estimated cost used is for a 2" compressed asphalt overlay replacement.  It does not include a complete foundation 
replacement.  Any areas of the foundation that require repairs and/or replacements should be addressed at the time of 
the overlay replacement.  The overall condition of the asphalt overlay and the foundation should be monitored over time.  
If the foundation starts to show major failure, the funding for the asphalt overlay replacement should be adjusted to cover 
foundation work also.

Most asphalt pavements are built on a gravel base which is generally at least as thick as the asphalt layer, although some 
'full depth' pavements are built directly on the native sub grade.  In areas with very soft or expansive sub grades such as 
clay or peat, thick gravel bases or stabilization of the sub grade with Portland cement or lime can be required.  The actual 
material used in paving is termed HMA (Hot Mix Asphalt), and it is usually applied using a free floating screed.

Advantages of asphalt roadways include relatively low noise, relatively low cost compared with other paving methods, and 
ease of repair.  Disadvantages include less durability than other paving methods, less tensile strength than concrete, the 
tendency to become slick and soft in hot weather and a certain amount of hydrocarbon pollution to soil and groundwater 
or waterways.

Although asphalt has been around for millions of years in crude oil, it doesn't last forever when used for paving roads. 
Few of us can have missed jolting over cracks and ruts in heavily trafficked roads.
A number of factors impinge on the performance of asphalt. These include its composition, the crude oil source, the type 
and amount of aggregate used, the presence of moisture, the method of road construction, temperature and, of course, 
the volume of traffic.

Ideally, asphalt used for paving roads should remain consistent in all weather conditions. However, many asphalt roads 
soften in summer and suffer from rutting or permanent deformation, as it is also called. At low temperatures, neutral 
molecules in asphalt arrange themselves into more organized structural forms. As a result, the material hardens, 
becomes brittle and cracks under the stress of heavy traffic loads. This is known as thermal and fatigue cracking.
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Little Mills Woods
Component Detail

Sorted by Category

Asphalts also lose their plasticity and therefore harden and crack or crumble when they lose their more volatile lower 
molecular weight constituents or when these constituents are oxidized. This process is known as aging. Moisture from 
rain and other sources can also invade and damage asphalts, particularly aged or oxidized asphalts.

Most asphalt areas can be expected to last approximately 20 years before it will become necessary for an overlay to be 
applied.  This can double the life of the surface upon application.  It will be necessary to adjust manhole and valve covers 
at the time the overlay is applied.  Deflection testing should be conducted by an independent consultant near the end of 
the estimated useful life to determine the condition of the asphalt and estimated remaining life before the overlay is 
required.

In addition to this service, a consultant may be obtained to prepare the application specifications and to work with the 
contractor during actual installation.  It is recommended that the client obtain bids for such a consultation near the end of 
the estimated useful life.  As costs vary, a provision for this consulting has not been included in this cost estimate.  
Should the client request, this cost can be incorporated into this analysis.

As pavement systems primarily fail due to fatigue (in a manner similar to metals).  

Several pavement design methods have been developed to determine the thickness and composition of pavement 
required to carry predicted traffic loads for a given period of time.  Pavement design methods are continuously evolving.  
Heavily loaded trucks can do more than 10,000 times the damage done by a normal passenger car.  Passenger cars are 
considered to have no practical effect on a pavement's service life.

$3.75 $266,805.0071,148 sq.ft. of 2" asphalt overlay surface @ =

$266,805.00=TOTAL

Streets - Asphalt, Repair

010 Streets

Entire Community

Useful Life 8

Remaining Life 5

Replacement Year 2022

Current Cost $3,023.79

Future Cost $3,338.51

Unit Cost $4.250

Category

Location

71,148 sq. ft.Quantity

Placed In Service 01/14

% of Replacement 1.00%

Comments:

It is estimated that a percentage of the asphalt areas will require repair or replacement.  The actual condition of the 
asphalt should be monitored through time and these estimates adjusted accordingly.

Proper repairs to damaged areas can help achieve a normal Useful Life of asphalt surfaces.  All damaged areas should 
be addressed in order to prevent further damage to the asphalt surface and for safety reasons.

This asphalt overlay repairs line item is for the total asphalt overlay area for the entire Association.
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Little Mills Woods
Component Detail

Sorted by Category

Roofs - Bldg. 01

020 Roofs

Buildings

Useful Life 30

Remaining Life 27

Replacement Year 2044

Current Cost $28,445.00

Future Cost $48,552.39

Unit Cost $28,445.000

Category

Location

1 totalQuantity

Placed In Service 01/14

% of Replacement 100.00%

Comments:

Units
$28,445.00 $28,445.001 - 3 unit bldg. @ =

$28,445.00=TOTAL

Roofs - Bldg. 02

020 Roofs

Buildings

Useful Life 30

Remaining Life 23

Replacement Year 2040

Current Cost $35,385.00

Future Cost $55,798.58

Unit Cost $35,385.000

Category

Location

1 totalQuantity

Placed In Service 01/10

% of Replacement 100.00%

Comments:

Units
$35,385.00 $35,385.001 - 4 unit bldg. @ =

$35,385.00=TOTAL
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Little Mills Woods
Component Detail

Sorted by Category

Roofs - Bldg. 03

020 Roofs

Buildings

Useful Life 30

Remaining Life 22

Replacement Year 2039

Current Cost $35,385.00

Future Cost $54,704.49

Unit Cost $35,385.000

Category

Location

1 totalQuantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

Units
$35,385.00 $35,385.001 - 4 unit bldg. @ =

$35,385.00=TOTAL

177.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Roofs - Bldg. 04-07

020 Roofs

Buildings

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $139,600.00

Future Cost $195,473.70

Unit Cost $139,600.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

The roofing system used is an Asphalt Composition Architectural Shingle. The system should consist of the following 
materials:

- Plywood sheathing. Sheathing is the base for the roofing application. The sheathing boards are nailed to the rafters.
- Asphalt Paper. Asphalt paper is a paper sheet that has been coated or saturated with asphalt to increase its toughness
and it's resistance to water. The paper is used to improve thermal insulation and weather protection. It also acts as a 
vapor barrier.
- Metal Flashing where needed.
- Drip Edge where needed.
- Ice & Snow shield. Ice & Snow shield is an adhesive, waterproof, rubberized membrane applied to the roof sheathing to 
seal nail holes, and protect the sheathing from backed up water. The membrane is usually made of a rubberized asphalt, 
polyethylene or bituthane. The membrane should be applied a minimum of six feet up the roof from the eve. This 
membrane is not always applied.
- Asphalt Shingles. Shingles manufactured from saturated roofing felts, coated with asphalt and having mineral granules 
on the side exposed to the weather. The granules act as a protection barrier for the shingles. In order to ensure a high 
quality installation, the client may wish to obtain the services of an independent roofing consultant to work with the client 
and the roofing contractor providing installation. 

Consultants are available for the preparation of installation specifications and, if desired, to work with the contractor 
during the installation process. Fees for these services vary based on the size of the project and detail required by the 
client, and have not been included in the cost used for this component. Should the client desire, a provision for a 
consultant can be incorporated into this analysis.

The age of your roof is usually the major factor in determining when to replace it. Most roofs last many years if properly 
installed and often can be repaired rather than replaced. An isolated leak usually can be repaired. The average life 
expectancy of a typical residential roof is 15 to 30 years. Water damage to a home’s interior or overhangs is commonly 
caused by leaks from a single weathered portion of the roof, poorly installed flashing, or from around chimneys and 
skylights. These problems do not necessarily mean you need a new roof. Most issues can be repaired on an "as-needed' 
basis. However, the repairs will most likely not increase the Useful/Remaining Life of the roof they will only fix the issue.

units
$35,385.00 $106,155.003 - 4 unit bldgs. @ =
$28,445.00 $28,445.001 - 3 unit bldg. @ =
$5,000.00 $5,000.001 - clubhouse @ =

187.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Maintaining Your Roof:

Maintenance includes cleaning the leaves and debris from the roof’s valleys and gutters. Debris in the valleys can cause 
water to wick under the shingles and cause damage to the interior of the roof. Clogged rain gutters can cause water to 
flow back under the shingles on the eaves and cause damage. Whatever the roofing material may be including 
composition shingle, wood shake, tile or metal. The best way to preserve your roof is to stay off it. Also, seasonal 
changes in the weather are usually the most destructive forces.

Roofs should be monitored. It is recommended that the roofs be visually inspected twice a year. Once before the winter 
months, once after the winter months. This type of inspection is a simple visual one.

Issues to look for during a visual inspection:
- Nail Pop Ups. This is when a nail under a shingle pops up and pushes the shingle above up. Nail needs to be re-set.
- Shingle Shifting. Shingle may have ripped away from nails. Nails rusted and broke. Improper mails used or not enough 
nails used. Re-set shingle.
- Shingle Curling. Shingles are aging. This is a symptom of over exposure due to age of shingle. It can also be a sign of 
poor quality shingles. Replace shingles that are curling.
- Rafter Sag. Improper rafter set up. Too far apart. Low quality Rafters. Roof overlay application can also cause rafter sag 
due to the extra weight. Add support to rafters. Check rafters at time of roof replacements. Replace damaged or weak 
rafters.
- Moss. Too much tree coverage, too close to the roof line. Poor ventilation. Cut back the tree coverage allows enough 
sunlight in to help dry the roof. Increase ventilation with added gable vents or increased ridge vents.

$139,600.00=TOTAL

Roofs - Bldg. 08

020 Roofs

Buildings

Useful Life 30

Remaining Life 20

Replacement Year 2037

Current Cost $35,385.00

Future Cost $52,580.25

Unit Cost $35,385.000

Category

Location

1 totalQuantity

Placed In Service 01/07

% of Replacement 100.00%

Comments:

Units
$35,385.00 $35,385.001 - 4 unit bldg. @ =

$35,385.00=TOTAL

197.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Roofs - Bldg. 09 & 10

020 Roofs

Buildings

Useful Life 30

Remaining Life 25

Replacement Year 2042

Current Cost $70,770.00

Future Cost $116,105.69

Unit Cost $70,770.000

Category

Location

1 totalQuantity

Placed In Service 01/12

% of Replacement 100.00%

Comments:

Units
$35,385.00 $70,770.002 - 4 unit bldgs. @ =

$70,770.00=TOTAL

Decks - Bldg. 01

030 Exterior

Buildings

Useful Life 25

Remaining Life 20

Replacement Year 2037

Current Cost $3,800.00

Future Cost $5,646.60

Unit Cost $3,800.000

Category

Location

1 totalQuantity

Placed In Service 01/12

% of Replacement 100.00%

Comments:

The deck replacements are for the open decks.  Some of the decks have been converted to enclosed areas.  These deck 
areas are now the responsibility of the actual unit owner.  The only part of the enclosed deck area that the Association is 
responsible for is the support posts.  The support posts should be replaced on an 'as-needed' basis.

$3,800.00 $3,800.001 -deck @ =

$3,800.00=TOTAL

207.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Decks - Bldg. 02

030 Exterior

Buildings

Useful Life 25

Remaining Life 18

Replacement Year 2035

Current Cost $7,600.00

Future Cost $10,854.67

Unit Cost $7,600.000

Category

Location

1 totalQuantity

Placed In Service 01/10

% of Replacement 100.00%

Comments:

$3,800.00 $7,600.002 -decks @ =

$7,600.00=TOTAL

Decks - Bldg. 03

030 Exterior

Buildings

Useful Life 25

Remaining Life 17

Replacement Year 2034

Current Cost $7,600.00

Future Cost $10,641.83

Unit Cost $7,600.000

Category

Location

1 totalQuantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

$3,800.00 $7,600.002 -decks @ =

$7,600.00=TOTAL

217.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Decks - Bldg. 04-07

030 Exterior

Buildings

Useful Life 25

Remaining Life 12

Replacement Year 2029

Current Cost $38,000.00

Future Cost $48,193.19

Unit Cost $38,000.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

The decks are made up of the following components:

 - Wood Framework
 - 2"x8" Ledgerboard
 - 2"x8" Support Joists
 - 2"x10" Frame
 - 6"x6" Support Posts
 - 5/8" Wood Decking
 - 3' Wood Railing
 - Metal Joist Collars
 - Ledgerboard Lagged to the Bldg.

Decks:

Some issues and things to look for in decks while they age:

- Separation of Ledger board and Building. This can happen if the lags become loose or the ledger board warps. If this 
happens it is best to replace the ledger board. If it is not replaced. The deck can become unsafe; water can get in behind 
the boards and run into the interior flooring causing rot.
- Collars Rusting. Simple replacement.
- Cracks & Splitting of wood. Over time the wood will crack and split due to getting wet and drying multiple times. This is 
common. However, if the cracks of splits are deep and in a support joist or support post this can make the deck unsafe. 
Simple replacement.
- Railing Bowing/Cracking. This can make the railing unstable and unsafe. Simple replacement.
- Wood Rot. If the wood is not properly protected from the elements it can become soft and rot could set in. Proper 
painting or staining as recommended by the deck builder.

The decks should be on a routine visual inspection for issues and damage. Any signs of the noted issues above or any 
other type that could cause damage to the deck, building, or makes the deck unsafe should be addressed immediately.

$3,800.00 $38,000.0010 -decks @ =

$38,000.00=TOTAL

227.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Decks - Bldg. 08

030 Exterior

Buildings

Useful Life 25

Remaining Life 15

Replacement Year 2032

Current Cost $7,600.00

Future Cost $10,228.60

Unit Cost $7,600.000

Category

Location

1 totalQuantity

Placed In Service 01/07

% of Replacement 100.00%

Comments:

$3,800.00 $7,600.002 -decks @ =

$7,600.00=TOTAL

Decks - Bldg. 09 & 10

030 Exterior

Buildings

Useful Life 25

Remaining Life 19

Replacement Year 2036

Current Cost $15,200.00

Future Cost $22,143.53

Unit Cost $15,200.000

Category

Location

1 totalQuantity

Placed In Service 01/11

% of Replacement 100.00%

Comments:

$3,800.00 $15,200.004 -decks @ =

$15,200.00=TOTAL

237.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Entrance Stoops - Bldg. 01

030 Exterior

Buildings

Useful Life 30

Remaining Life 27

Replacement Year 2044

Current Cost $9,000.00

Future Cost $15,361.98

Unit Cost $9,000.000

Category

Location

1 totalQuantity

Placed In Service 01/14

% of Replacement 100.00%

Comments:

$3,000.00 $9,000.003 - stoops (composite/concrete) @ =

$9,000.00=TOTAL

Entrance Stoops - Bldg. 02

030 Exterior

Buildings

Useful Life 30

Remaining Life 23

Replacement Year 2040

Current Cost $12,000.00

Future Cost $18,922.79

Unit Cost $12,000.000

Category

Location

1 totalQuantity

Placed In Service 01/10

% of Replacement 100.00%

Comments:

$3,000.00 $12,000.004 - stoops (composite/concrete) @ =

$12,000.00=TOTAL

247.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Entrance Stoops - Bldg. 03

030 Exterior

Buildings

Useful Life 30

Remaining Life 22

Replacement Year 2039

Current Cost $12,000.00

Future Cost $18,551.76

Unit Cost $12,000.000

Category

Location

1 totalQuantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

$3,000.00 $12,000.004 - stoops (composite/concrete) @ =

$12,000.00=TOTAL

Entrance Stoops - Bldg. 04-07

030 Exterior

Buildings

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $53,000.00

Future Cost $74,212.80

Unit Cost $53,000.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$3,000.00 $45,000.0015 - stoops (composite/concrete) @ =
$8,000.00 $8,000.001 - stoop/ramp (clubhouse) @ =

$53,000.00=TOTAL

257.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Entrance Stoops - Bldg. 08

030 Exterior

Buildings

Useful Life 30

Remaining Life 20

Replacement Year 2037

Current Cost $12,000.00

Future Cost $17,831.37

Unit Cost $12,000.000

Category

Location

1 totalQuantity

Placed In Service 01/07

% of Replacement 100.00%

Comments:

$3,000.00 $12,000.004 - stoops (composite/concrete) @ =

$12,000.00=TOTAL

Entrance Stoops - Bldg. 09 & 10

030 Exterior

Buildings

Useful Life 30

Remaining Life 25

Replacement Year 2042

Current Cost $24,000.00

Future Cost $39,374.54

Unit Cost $24,000.000

Category

Location

1 totalQuantity

Placed In Service 01/12

% of Replacement 100.00%

Comments:

$3,000.00 $24,000.008 - stoops (composite/concrete) @ =

$24,000.00=TOTAL

267.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Gutters & Downspouts - Bldg. 01

030 Exterior

Buildings

Useful Life 30

Remaining Life 27

Replacement Year 2044

Current Cost $2,724.00

Future Cost $4,649.56

Unit Cost $12.000

Category

Location

227 lin. ft.Quantity

Placed In Service 01/14

% of Replacement 100.00%

Comments:

Gutters & Downspouts - Bldg. 02

030 Exterior

Buildings

Useful Life 30

Remaining Life 23

Replacement Year 2040

Current Cost $3,096.00

Future Cost $4,882.08

Unit Cost $12.000

Category

Location

258 lin. ft.Quantity

Placed In Service 01/10

% of Replacement 100.00%

Comments:

277.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Gutters & Downspouts - Bldg. 03

030 Exterior

Buildings

Useful Life 30

Remaining Life 22

Replacement Year 2039

Current Cost $3,096.00

Future Cost $4,786.35

Unit Cost $12.000

Category

Location

258 lin. ft.Quantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

Gutters & Downspouts - Bldg. 04-07

030 Exterior

Buildings

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $13,044.00

Future Cost $18,264.75

Unit Cost $12.000

Category

Location

1,087 lin. ft.Quantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

This line item includes the gutters and downspouts at the Clubhouse.

287.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Gutters & Downspouts - Bldg. 08

030 Exterior

Buildings

Useful Life 30

Remaining Life 20

Replacement Year 2037

Current Cost $2,616.00

Future Cost $3,887.24

Unit Cost $12.000

Category

Location

218 lin. ft.Quantity

Placed In Service 01/07

% of Replacement 100.00%

Comments:

Gutters & Downspouts - Bldg. 09 & 10

030 Exterior

Buildings

Useful Life 30

Remaining Life 25

Replacement Year 2042

Current Cost $6,192.00

Future Cost $10,158.63

Unit Cost $12.000

Category

Location

516 lin. ft.Quantity

Placed In Service 01/12

% of Replacement 100.00%

Comments:

297.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Siding/Trim - Bldg. 01

030 Exterior

Buildings

Useful Life 40

Remaining Life 37

Replacement Year 2054

Current Cost $44,154.00

Future Cost $91,870.57

Unit Cost $44,154.000

Category

Location

1 totalQuantity

Placed In Service 01/14

% of Replacement 100.00%

Comments:

$44,154.00 $44,154.001 - 3 unit bldg. @ =

$44,154.00=TOTAL

Siding/Trim - Bldg. 02

030 Exterior

Buildings

Useful Life 40

Remaining Life 33

Replacement Year 2050

Current Cost $50,292.00

Future Cost $96,672.86

Unit Cost $50,292.000

Category

Location

1 totalQuantity

Placed In Service 01/10

% of Replacement 100.00%

Comments:

$50,292.00 $50,292.001 - 4 unit bldg. @ =

$50,292.00=TOTAL

307.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Siding/Trim - Bldg. 03

030 Exterior

Buildings

Useful Life 40

Remaining Life 32

Replacement Year 2049

Current Cost $50,292.00

Future Cost $94,777.32

Unit Cost $50,292.000

Category

Location

1 totalQuantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

$50,292.00 $50,292.001 - 4 unit bldg. @ =

$50,292.00=TOTAL

Siding/Trim - Bldg. 04-07

030 Exterior

Buildings

Useful Life 40

Remaining Life 27

Replacement Year 2044

Current Cost $211,230.00

Future Cost $360,545.63

Unit Cost $211,230.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

The siding is vinyl.  The trim is a combination of wood, composite, and vinyl.

$50,292.00 $150,876.003 - 4 unit bldgs. @ =
$44,154.00 $44,154.001 - 3 unit bldg. @ =
$16,200.00 $16,200.001 - clubhouse @ =

$211,230.00=TOTAL

317.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Siding/Trim - Bldg. 08

030 Exterior

Buildings

Useful Life 40

Remaining Life 30

Replacement Year 2047

Current Cost $50,292.00

Future Cost $91,097.00

Unit Cost $50,292.000

Category

Location

1 totalQuantity

Placed In Service 01/07

% of Replacement 100.00%

Comments:

$50,292.00 $50,292.001 - 4 unit bldg. @ =

$50,292.00=TOTAL

Siding/Trim - Bldg. 09 & 10

030 Exterior

Buildings

Useful Life 40

Remaining Life 35

Replacement Year 2052

Current Cost $100,584.00

Future Cost $201,156.89

Unit Cost $100,584.000

Category

Location

1 totalQuantity

Placed In Service 01/12

% of Replacement 100.00%

Comments:

$50,292.00 $100,584.002 - 4 unit bldgs. @ =

$100,584.00=TOTAL

327.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Clubhouse - Carpet

035 Clubhouse

Clubhouse

Useful Life 18

Remaining Life 5

Replacement Year 2022

Current Cost $2,548.00

Future Cost $2,813.20

Unit Cost $2,548.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$52.00 $2,548.0049 sq.yds. @ =

$2,548.00=TOTAL

Clubhouse - Fire Control Panel

035 Clubhouse

Clubhouse

Useful Life 20

Remaining Life 7

Replacement Year 2024

Current Cost $4,000.00

Future Cost $4,594.74

Unit Cost $4,000.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$4,000.00 $4,000.001 - fire control @ =

$4,000.00=TOTAL

337.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Clubhouse - Hot Water Heater

035 Clubhouse

Clubhouse

Useful Life 18

Remaining Life 5

Replacement Year 2022

Current Cost $2,200.00

Future Cost $2,428.98

Unit Cost $2,200.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$2,200.00 $2,200.001 - 4gal. hot water heater (on demand) @ =

$2,200.00=TOTAL

Clubhouse - HVAC, Split System

035 Clubhouse

Clubhouse

Useful Life 20

Remaining Life 7

Replacement Year 2024

Current Cost $8,800.00

Future Cost $10,108.43

Unit Cost $8,800.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$8,800.00 $8,800.001 - HVAC (Split System) @ =

$8,800.00=TOTAL

347.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Clubhouse - Kitchen Appliances

035 Clubhouse

Clubhouse

Useful Life 25

Remaining Life 12

Replacement Year 2029

Current Cost $3,600.00

Future Cost $4,565.67

Unit Cost $3,600.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$1,800.00 $1,800.001 - refrigerator @ =
$1,200.00 $1,200.001 - dish washer @ =

$600.00 $600.001 - microwave @ =

$3,600.00=TOTAL

Clubhouse - Kitchen Cabinets/Counter-Top

035 Clubhouse

Clubhouse

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $9,000.00

Future Cost $12,602.17

Unit Cost $9,000.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$3,300.00 $3,300.001 - cabinets (base) @ =
$3,600.00 $3,600.001 - cabinets (wall) @ =
$2,100.00 $2,100.001 - counter top @ =

$9,000.00=TOTAL

357.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Clubhouse - Plumbing Fixtures

035 Clubhouse

Clubhouse

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $2,940.00

Future Cost $4,116.71

Unit Cost $2,940.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$720.00 $1,440.002 - toilets @ =
$480.00 $960.002 - sinks @ =
$540.00 $540.001 - SS sink (kitchen) @ =

$2,940.00=TOTAL

Clubhouse - Vinyl Flooring

035 Clubhouse

Clubhouse

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $5,736.00

Future Cost $8,031.78

Unit Cost $5,736.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$4.00 $5,736.001,434 sq.ft. @ =

$5,736.00=TOTAL

367.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Clubhouse - Windows/Doors

035 Clubhouse

Clubhouse

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $7,970.00

Future Cost $11,159.92

Unit Cost $7,970.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$998.00 $4,990.005 - double windows @ =
$1,600.00 $1,600.001 - slider (sliding glass door) @ =

$480.00 $960.002 - doors w/glass @ =
$420.00 $420.001 - door w/out glass @ =

$7,970.00=TOTAL

Grounds - Fencing, Vinyl

090 Grounds

Grounds

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $44,296.00

Future Cost $62,025.09

Unit Cost $44,296.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$89.00 $41,296.00464 -lin.ft. of 6' vinyl fencing @ =
$3,000.00 $3,000.001 - emergency gate (metal gates) @ =

$44,296.00=TOTAL

377.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Grounds - Fencing, Wood

090 Grounds

Grounds

Useful Life 20

Remaining Life 7

Replacement Year 2024

Current Cost $1,792.00

Future Cost $2,058.44

Unit Cost $1,792.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$56.00 $1,792.0032 -lin.ft. of split rail fencing @ =

$1,792.00=TOTAL

Grounds - Lighting

090 Grounds

Grounds

Useful Life 20

Remaining Life 10

Replacement Year 2027

Current Cost $33,840.00

Future Cost $41,250.77

Unit Cost $33,840.000

Category

Location

1 totalQuantity

Placed In Service 01/07

% of Replacement 100.00%

Comments:

$480.00 $18,720.0039 - poles with light fixture (6' pole) @ =
$1,680.00 $15,120.009 - poles with light fixture (15' pole) @ =

$33,840.00=TOTAL

387.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Grounds - Mailboxes

090 Grounds

Grounds

Useful Life 30

Remaining Life 17

Replacement Year 2034

Current Cost $6,150.00

Future Cost $8,611.48

Unit Cost $6,150.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$2,460.00 $2,460.001 - set of 16 mailboxes/2 packages @ =
$1,845.00 $3,690.002 - sets of 12 mailboxes/1 package @ =

$6,150.00=TOTAL

397.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Component Detail

Sorted by Category

Grounds - Septic System

090 Grounds

Grounds

Useful Life 30

Remaining Life 22

Replacement Year 2039

Current Cost $200,000.00

Future Cost $309,195.93

Unit Cost $200,000.000

Category

Location

1 totalQuantity

Placed In Service 01/09

% of Replacement 100.00%

Comments:

This line item is for replacements and/or upgrades to the septic systems.  An average Placed-In-Service date has been 
used.

The entire system may never require upgrades and/or replacements all at once.  Typically, the Leach Field is the most 
common component that requires replacement/re-building.  The chambers are made of concrete, if properly installed and 
no unforeseen damage accures, the chambers will not require replacement.  This is also true for the septic tanks.  
However, if the system was not installed properly, maintained properly, or damaged from unforeseen natural issues, any 
part of this type of system could require replacement at any time.

Routine maintenance and any needed repairs would be on an 'as-needed' basis.

ARS did not inspect as a whole or any parts (individual component) of the septic system.

One Time Replacement
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Little Mills Woods
Component Detail

Sorted by Category

Grounds - Signs

090 Grounds

Grounds

Useful Life 20

Remaining Life 7

Replacement Year 2024

Current Cost $5,000.00

Future Cost $5,743.43

Unit Cost $5,000.000

Category

Location

1 totalQuantity

Placed In Service 01/04

% of Replacement 100.00%

Comments:

$3,000.00 $3,000.001 - monument sign (entrance) @ =
$2,000.00 $2,000.001 - clubhouse sign @ =

$5,000.00=TOTAL
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Detail Report Index

Page

Little Mills Woods

Clubhouse - Carpet 33
Clubhouse - Fire Control Panel 33
Clubhouse - Hot Water Heater 34
Clubhouse - HVAC, Split System 34
Clubhouse - Kitchen Appliances 35
Clubhouse - Kitchen Cabinets/Counter-Top 35
Clubhouse - Plumbing Fixtures 36
Clubhouse - Vinyl Flooring 36
Clubhouse - Windows/Doors 37
Decks - Bldg. 01 20
Decks - Bldg. 02 21
Decks - Bldg. 03 21
Decks - Bldg. 04-07 22
Decks - Bldg. 08 23
Decks - Bldg. 09 & 10 23
Entrance Stoops - Bldg. 01 24
Entrance Stoops - Bldg. 02 24
Entrance Stoops - Bldg. 03 25
Entrance Stoops - Bldg. 04-07 25
Entrance Stoops - Bldg. 08 26
Entrance Stoops - Bldg. 09 & 10 26
Grounds - Fencing, Vinyl 37
Grounds - Fencing, Wood 38
Grounds - Lighting 38
Grounds - Mailboxes 39
Grounds - Septic System 40
Grounds - Signs 41
Gutters & Downspouts - Bldg. 01 27
Gutters & Downspouts - Bldg. 02 27
Gutters & Downspouts - Bldg. 03 28
Gutters & Downspouts - Bldg. 04-07 28
Gutters & Downspouts - Bldg. 08 29
Gutters & Downspouts - Bldg. 09 & 10 29
Report Comments 12
Roofs - Bldg. 01 16
Roofs - Bldg. 02 16
Roofs - Bldg. 03 17
Roofs - Bldg. 04-07 18
Roofs - Bldg. 08 19
Roofs - Bldg. 09 & 10 20
Siding/Trim - Bldg. 01 30
Siding/Trim - Bldg. 02 30
Siding/Trim - Bldg. 03 31
Siding/Trim - Bldg. 04-07 31
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Detail Report Index

Page

Little Mills Woods

Siding/Trim - Bldg. 08 32
Siding/Trim - Bldg. 09 & 10 32
Streets - Asphalt Overlay, Replacement 14
Streets - Asphalt, Repair 15

Number of components included in this reserve analysis is 48.
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Little Mills Woods
Photo Library

C:\Users\Mike\Pictures\Little Mills Wood

Roofs

Roof line transition area with above roof siding.  Small 
damaged area in the siding.

C:\Users\Mike\Pictures\Little Mills Wood

Roofs

Open roof field.  Architectural Asphalt Shingles.
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Roofs

Open roof field.
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Roofs

Roof line transition with above roof siding.
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Little Mills Woods
Photo Library
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Roofs

California cut transition area in a valley.
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Roofs

Valley.
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Roofs

Valley transition area.  Trim to roof line.
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Roofs

Transition roof (shed style) from the siding.
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Little Mills Woods
Photo Library
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Roofs

Dormer roof transition.
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Siding

Metal capped trim.  Metal drip edge.
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Siding

Vinyl siding.
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Siding

Siding, trim, and window frames.
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Little Mills Woods
Photo Library

C:\Users\Mike\Pictures\Little Mills Wood

Decks

Framework.
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Decks

Full open deck.
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Decks

Support posts.  Sono-tube footer.
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Decks

Framework.
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Little Mills Woods
Photo Library
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Decks

Wood deck railing.

C:\Users\Mike\Pictures\Little Mills Wood

Decks

Enclosed deck.

C:\Users\Mike\Pictures\Little Mills Wood

Decks

Framework.
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Decks

Framework.
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Little Mills Woods
Photo Library
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Decks

Full open deck.
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Decks

Semi-enclosed deck.
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Decks

Framework.
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Decks

Decks.  Small lag bolt in ledgerboard.
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Little Mills Woods
Photo Library
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Decks

Metal collar (support joist hanger).
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Decks

Support post.  Sono-tube footer.
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Gutters & Downspouts

Gutters & Downspouts.
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Gutters & Downspouts

Gutters & Downspouts.
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Little Mills Woods
Photo Library
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Gutters & Downspouts

Gutters.
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Gutters & Downspouts

Downspout run off.  This design can cause roofing 
issues where the water runs down the shingles.
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Stoops

Block stoop area.  The block areas of the stoops should 
always be kept in a good state of repair.  Any damaged 

areas should be addressed immediately to avoid a 
safety hazard.
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Stoops

Entrance stoop area.
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Little Mills Woods
Photo Library
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Stoops

Wood frame and composite entrance stoop.
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Stoops

Entrance stoop.
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Stoops

The transition area from asphalt to block could be a trip 
hazard.
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Clubhouse

Clubhouse area.
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Clubhouse

Windows, siding, and gutters.
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Clubhouse
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Clubhouse
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Clubhouse
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Clubhouse

Clubhouse entrance stoop and ramp area.
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Clubhouse

Kitchen.

C:\Users\Mike\Pictures\Little Mills Wood

Clubhouse

HVAC Split System.  Condensing Unit.
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Clubhouse

Plumbing Fixtures.
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Clubhouse

Interior furnishings.
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Clubhouse

On Demand Hot Water Heater.
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Clubhouse

HVAC Split System.  Heat Pump.
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Clubhouse

kitchen.
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Grounds
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Grounds

Mailboxes.
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Grounds
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Grounds
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Grounds
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Grounds

Split Rail Fencing.

C:\Users\Mike\Pictures\Little Mills Wood

Grounds

Monument Sign (Entrance).
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Grounds

Mailhouse.
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Photo Library
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Grounds

Vinyl Fencing.
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Grounds

Block Retaining Walls.  The retaining walls should never 
be allowed to become a large repair expense.  Any 

damaged areas should be addressed immedaitely to 
avoid further damage to the wall and for safety reasons.
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Asphalt
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Asphalt
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Asphalt
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Asphalt
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Asphalt
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Asphalt

Stress cracks.
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Little Mills Woods
Photo Library
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Asphalt

Storm drain cover.  The covers will require adjustments 
when a new asphalt overlay is applied.  Cracking 

around the covers ican bean issue.
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Asphalt
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Asphalt
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Asphalt
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Little Mills Woods
Photo Library
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Asphalt

Transition crack.
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Asphalt
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Asphalt

Asphalt Overlay.
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Asphalt

Driveway to roadway transition area.  These areas are 
known for cracking issues.

597.29.2016(2) Advanced Reserve Solutions, Inc.



Little Mills Woods
Photo Library

C:\Users\Mike\Pictures\Little Mills Wood

Asphalt
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